ReaderTT.config = {"pagecount":8,"title":"","author":"Secteur Electronique","subject":"","keywords":"","creator":"Writer","producer":"LibreOffice 5.1","creationdate":"D:20161109121834+01'00'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"1. La numérisation d\u2019un signal analogique","page":2,"zoom":"XYZ 86 1131 0"},{"title":"2. La restitution d\u2019un signal échantillonné","page":2,"zoom":"XYZ 86 404 0"},{"title":"3. L\u2019alliance des deux mondes","page":3,"zoom":"XYZ 86 771 0"},{"title":"4. Les « maux » binaires","page":3,"zoom":"XYZ 86 328 0","children":[{"title":"4.1. Mot sur 4 bits","page":3,"zoom":"XYZ 86 284 0"},{"title":"4.2. Comprendre « le poids des mots »","page":4,"zoom":"XYZ 86 742 0"},{"title":"4.3. Conversion binaire décimal","page":4,"zoom":"XYZ 86 365 0"},{"title":"4.4. Conversion décimal binaire","page":5,"zoom":"XYZ 86 1022 0"}]},{"title":"5. Le Convertisseur Numérique-Analogique (CNA)","page":5,"zoom":"XYZ 86 716 0","children":[{"title":"5.1. Exemple : CNA sur 4 bits 5kHz-8V","page":5,"zoom":"XYZ 86 349 0"},{"title":"5.2. Caractéristique d\u2019entrée-sortie d\u2019un CNA","page":6,"zoom":"XYZ 86 762 0"},{"title":"5.3. Exercice","page":6,"zoom":"XYZ 86 285 0"}]},{"title":"6.Convertisseur Analogique-Numérique (CNA)","page":7,"zoom":"XYZ 86 994 0","children":[{"title":"6.1. Caractéristique d\u2019entrée-sortie du CNA","page":7,"zoom":"XYZ 86 703 0"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
